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MRTIt is used in grain and legumes cleaning units to separate the lighter impurities in the 
product by air. Impurities separated by the machine are carried outside by the screw 
conveyor.
It saves energy and space since the aspirator and cyclone system is on the machine.
The distributing tray that moves eccentrically ensures uniform distribution of the product. The 
table is made of stainless steel sheet and is resistant to wear.

Hububat ve bakliyat temizleme ünitelerinde ürün içindeki üründen hafif olan yabancı maddeleri havayla ayırmada 
kullanılır. Makinede ayrıştırılan yabancı maddeler, içerideki helezon vasıtasıyla dışarı taşınır.
Aspiratör ve siklon sistemi makinenin üzerinde olduğu için enerji ve montaj yeri bakımından tasarruf sağlar.
Eksantrik olarak hareket eden dağıtıcı tabla sayesinde ürünün düzgün olarak dağılması sağlanır. Tabla paslanmaz saçtan 
imal edilmiştir ve aşınmaya dayanıklıdır.

RADYAL TARAR
AIR RECYCLING TARAR
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Type
Model
Vjltkm

Modelo

A B C D E x F G H H1 ØJ ØK L ØM ØN

DIMENSIONS  |  ÖLÇÜLER  |  Hfpvths  |  DIMENSÕES (mm)

MRT 100
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Type
Model
Vjltkm

Modelo

Aspirator Motor
Aspiratör Motoru

Vjnjh fcgbhfnjhf !rDn@
Motor da aspiração (kw)

Conveyor Motor
Konveyör Red.

Vjnjh Rjydtqthf !rDn@
Motor do transportador (kw)

Air Requirement
Hava İhtiyacı

Hfc[jl djple[f !v3/мин@
Cantidad de aire

Quantidade de ar M³/Min

Weight
Ağırlık
Dtc ru.

Peso (kg)

Ø
J

ØJ ØK

ØN

ØM ØM

B
B

H
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F F

G

L
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E

C C

H
1

H
H
1

ØN

Has The Same Capacity With MGS Grain Separator Or MIS Wheat Impact Scourer.
Beraber Kullanıldığı Çöp Sasörü Veya Kabuk Soyucunun Kapasitesi İle Aynıdır.
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